AGM-600
-48 Volt, 600 Amp Power Plant, PDS 4200

C&D TECHNOLOGIES' NEW AGM-B00 POWER PLANT oNers compact, refisble
power for -48 Yol 1elecommunicalion needs. The power plant combines high power
factor and highty efficiant modular rectiliars, plug-in circsl Breaker disiribubion,

plant monitoring and alam funclions all into one syabem. s lexible design can
accommodate your current and fubere system needs with up to 180 Amps utilizing
30 Amp rectfiers and up to B00 Amps with 50 Amp reclifiers. This advanced systam
is the optmal solution for telecommasnkcation aites where space IS lirmibed

= State-oi-the-Art Rectifiers: CAD TECHNOLOGIES advanced 48-Vall, 50 Amp
and 30 Amp modular reciifiers feature high eflicency, near unity power factor, and
compact size. Thesa hot-swappable modules can be aasily installed without ools
and without interrupting sysiem oparation,

= Front Accessibility: A¥ distribution and batiery connactions are front seoessible,
making this plant ideal for confined locations. The AGM-E00 can be placed aganst &
wall or m & confined area while still mamiaining easy access to vilal plant connections

= Distribution Features: The 48-Volt disirbution section will sccommodate up to &
masEmum of 45 plug-in circud breakars ranging from 5 to 125 Amgs. Gircull breakers
5 Amps and lass require one breaker position, circult breskens 80 to 100 Amps
requine two breakear positions, and 125 Amp circult breakers requlre three bragker
positions.

= Digital Mataring: A 4% digital ammetarvoltmater s provided for fast and accurals
system monitoring, An on-line test and calibration clrowit wilizes he digital meter o
sat up and test alarm functions with no senvica nlemuptiong

= Power Plant LEDs/Alarms: Standard power plant LEDs include: Power on,
flnat/equalize status, major-minor alamms. high-low OC Voltage alams, rectilied
fallure, LVDY status and optional hégh temperature alarm. Standard alarm lorm “C°
contacts mcluda: major (2 sais), minor, high OC Voltage, iow DE Yoltage, ioad circwul
braaker frip, LVD status and optional high temperatura.

= Optional Low Voltage Disconnect: The optional Low Yoltege Disconnect probects
the koad from kew Voltags end the system batieries from demage due 1o ower
discharngpe.

= Optional Tem perature Compensation and High Temperature Alarm: High
iemperature can damage and shorten the battery e, This opton will automatically
monitor and adjust the rectifier cutput Voltege 1o compenzate for variations in baftery

iemparaiura
# Space Saving Design: The AGM-600 Power Plant can be configured for mowning

dirgctly on bop of CAD PowarCom Libery 2000 Senes VALA bateres to save
valuable floor space.
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